
































SAFETY WARNINGS

It is recommended that a separate circuit serving only
your appliance be provided.

Never clean appliance parts with flammable fluids.
These fumes can create a fire hazard or explosion.

Before proceeding with cleaning and maintenance
operations, make sure the power is disconnected from
the appliance.

Do not connect or disconnect the plug when your
hands are wet.

Do not attempt to repair or replace any part of your
appliance unless it is specifically recommended in this
manual. All other servicing should be referred to a
qualified technician.

All products are supplied with a minimum 1-year
warranty; some products are offered with an extended
warranty.

Do not kink or pinch the power supply cord of the
appliance.

The fuse or circuit breaker size should be 10 amps.

This appliance is intended to be used as a wine cooler
solely.

Never allow children to operate, play with or crawl
inside the appliance.

Risk of fire or explosion. Flammable refrigerant used.

DO NOT use mechanical devices to defrost the
beverage cooler.

DO NOT puncture the refrigerant tubing.

Risk of fire or explosion. Flammable refrigerant used.
To be repaired only by qualified service personnel.

Risk of fire or explosion. Flammable refrigerant used.
Consult the repair manual/ owner's guide before
attempting to service this product. All safety
precautions must be followed.
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Risk of fire or explosion. Dispose of property in
accordance with local regulations. Flammable
refrigerant used.

Risk of fire or explosion due to puncture of refrigerant
tubing. Follow handling instructions carefully.
Flammable refrigerant used.

To prevent a child from being entrapped, keep out of
reach of children.



PARTS & FEATURES

No. Description QTY.
1 Shelves 3
2 Door Hinge 1
3 Temperature sensor 1
4 Door 1
5 Bottom Hinge 1

OPERATING INSTRUCTION

BEFORE INSTALLING YOUR COOLER
Please take care when unpacking; do not use a sharp blade to open the packaging, as it may damage the
components. Components damaged or marked due to careless unpacking are not covered under warranty.

INSTALLATION OF YOUR COOLER

This appliance is designed to be used with the SRGG62301 Outdoor Kitchen.

Before connecting this appliance to the power source, let it stand upright for approximately 2 hours.

This will reduce the possibility of a malfunction in the cooling system from handling during transportation.
Clean the interior surface with lukewarm water using a soft cloth.
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OPERATING YOUR COOLER

ENERGY SAVING TIPS

Usage of the cooler outside the recommended ambient temperatures may decrease the appliance's efficiency.
Removing excess packaging and leaving space between the cooler's contents will allow for more air circulation,
ensuring the best storage conditions. Following the recommended temperature settings will allow for optimum
storage and lasting products.

RECOMMENDED TEMPERATURE SETTINGS

Temperature Range
Function Celsius
Red Wine 14-18°C
Spafl?l?r?ga\rl]vcgnes 4-9°C
Dry/White Wines 9-14°C
Roseate Wine 9-10°C

CARE AND MAINTENANCE

IN CASE OF POWER FAILURE
Most power cuts are resolved within a few hours and should not affect the temperature of your appliance, provided
you limit the number of times the door is opened. If the power is off longer, please take steps to protect the contents.

NOTE: If the unit is unplugged, power is lost, or it is turned off, you must wait 3 to 5 minutes before restarting the unit.
The unit contains compressor protection that will prevent the compressor from starting until this period has elapsed.

CLEANING YOUR COOLER

* Turn off the power, unplug the appliance, and remove all items, including shelves.

» Wash the inside surfaces with warm water and a soft cloth.

* Wash the shelves with a mild detergent solution.

* Wring excess water out of the sponge or cloth when cleaning the area of the controls or any electrical parts.

» Wash the outside cabinet with warm water and mild liquid detergent. Rinse well and wipe dry with a clean, soft
cloth. Do not use steel wool or steel brush on the stainless steel. These will contaminate the stainless steel with
steel particles, and rusting may occur.

DEFROSTING THE COOLER

The no-frost technology circulates the cold, dry air around the cooler, preventing moisture and frost. The cooler will
automatically defrost, and any water from this defrost will be drained through a pipe into the container behind the
unit. The water within the container will then naturally evaporate due to the compressor's heat below. A thin layer of
frost may build up if the doors remain too long or open too frequently. You can remove this using a brush or plastic
scraper. Do not use any metal or sharp object or device. Please allow for space between products and the interior
compartment to ensure proper air circulation. If the air circulation is restricted, this can cause uneven refrigeration.

MOVING YOUR COOLER

* Remove all items from the cooler.

» Tape down securely all loose items (shelves) inside your appliance.

» Tape the door shut. Be sure the appliance stays secure in an upright position during transportation. Although it
should be avoided if you need to transport the cooler horizontally, transport the cooler on its back (with the door
on top). Also, protect the outside of the appliance with a blanket or similar.



TROUBLESHOOTING

You can solve many common beverage cooler problems easily, saving you the cost of a possible service call.
Try the suggestions below to see if you can solve the problem before calling for assistance.

PROBLEM POSSIBLE CAUSE

* Not plugged in.
The cooler does not operate. * The appliance is turned off.
* The circuit breaker tripped or a blown fuse.

* Check the temperature control setting.

» The door is opened too often.

* The door is not closed completely.

» The door gasket does not seal properly.

The cooler is not cold enough.

* The ambient temperature is hotter than usual.

* A large amount of content has been added to the cooler.
* The door is opened too often.

* The door is not closed completely.

» The temperature control is not set correctly.

» The door gasket does not seal properly.

It turns on and off frequently.

* Not plugged in.
The light does not work. * The circuit breaker tripped or a blown fuse.
* The light is turned off.

Vibrations. » Check to confirm that the cooler is level.

* The rattling noise may come from the flow of the refrigerant,
which is normal.

» As each cycle ends, you may hear gurgling sounds caused by the

The cooler makes excessive noise. flow of refrigerant in your cooler.

+ Contraction and expansion of the inside walls may cause popping
and crackling noises.

* The cooler is not level.

* The door is misaligned.
* The cooler is not level.

The door will not close properly. * The shelves are out of position.

ERROR CODES

EE | Temperature sensor fault.
HH | The ambient temperature is too high.
LL | The ambient temperature is too low.
The compressor will stop working in the event of any of the errors.
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